


INFO
DESCRIPTION	 ART.NO

IC-F5022		  85022
IC-F6022		  85023

IC-F5062		  85061
IC-F6062		  85064

IC-F1710		  81710
IC-F1810 		  81810
IC-F2710		  82710
IC-F2810		  82810
	

IC-F5022/F6022

IC-F5062/F6062

IC-F1710/f2710 IC-F1810/f2810

IC-F5022/F6022|IC-F5062/F6062|IC-F1710/F2710
VERSATILE, POWERFUL COMMUNICATIONS

Today’s mobile workers need to get information and respond to it immediately, 
at any time, from any place. The ICOM mobile radios are designed to support 
critical expectations with reliable communications and versatile features.

Large multi-function LCD 
All the mobiles has a multi-function LCD 
with bank name and decoded text, etc. 
Various status icons for such functions 
as an S-meter and output power, etc., 
enhance the array of information availa-
ble to the user.

Independent volume knob and 
powerful speaker
All mobiles has a front firing 4W (typ.) 
speaker providing crisp and clear audio. 
Independent volume knob offers quick 
operation.

Rugged construction
Icom mobiles has durable construction 
resistant to shock and vibration and pro-
vides reliable operation under harsh con-
ditions.

Built-in versatile tone signaling
5-Tone, CTCSS, and DTCS encoder/de-
coder are equipped as standard. Multiple 
5-Tone codes are programmable on a 
channel.

Mobile
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Accessories 
IC-F5022/
F6022,
F5062/F6062
F1710/F2710

IC-F5022/F6022|IC-F5062/F6062|IC-F1710/F2710
MOBILE ANTENNAS

Radiator
68-225MHz

67401

Radiator
68-225MHz

67408

Antennabase 
5M RG58 open coil

67402

Antennabase 
3,65M RG58 UHF

67403

Robust magnetbase
3,65M FMG

67350

FME-UHF contact

67083

RMK-3 
Sep.kit for 

IC-F5060-series

89103

RMK-2
Frontpanel Kit
 F1810/2810

89102

OPC-609 
Sep. cabel for RMK 

1,9 m

92609

OPC-608
Sep. cabel for RMK 

8 m

92608

OPC-607 
Sep. cabel for RMK

3 m

92607

Vehicle Mounting 
kit din F5022/6022

82009

Vehicle Mounting 
kit din F5062/F6062

82008

Vehicle Mounting 
kit din F1810/F2810

82007

Horn honk Unit
 SRS UX-617

80630

UT-110R
Voice-scrambler

 rolling type F5062/
F6062

90210

OPC-345 
DC Kabel

92345

UT-126H
IDAS digital unit

F5062/F6062

94126

SRS-PS100
Desk top chassie

82010

Mascot 9522
 Powersupply for

 enclosure

49524

Mascot 9460DC/
DC24/12V 10A

49460

SEC-1223 
Power supply 
13,8VDC 23A

49223

Cabinette 
for SEC-1223 

suit F5022/6022

58505

Cabinette 
for SEC-1223 

suit F5062/F6062

58520

Cabinette 
for SEC-1223 

suit F1710/F1810

58515

HM-152#o2
 Microphone

94152

HM-152T12
 Microphone

94151

SM-26 Desktop
 Microphone

90974

SP-22
External Speaker

90924

SP-24 
Powerful external 

speaker

90934

DM-1010 
Handsfree for 
Icom mobiles

88101

DM-6600F 
Gooseneck Hands-

free Microphone
89962

89962

VEHICLE MOUNTING

OTHER ACCESSORIESVEHICLE MOUNTING
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5020801 5025801 5004113 5004109

5008142 6008137

5004119 5090106 5025805

MH 2-ZR
144-174 MHz

Compl.with mounting

MH 2-ZR
146-175MHz
Whip Antenna

MH1-MMR 
144-175 MHz
Complete with

 mag. mount. for car

Wing Screw Z
Car antenna

Z 
Car mounting

MM-MINIMAG 
for X antenna

MH1-XR 
Anetenna

 144- 175 MHz

MU 7-X/h
Antenna

430-470 MHz

MU 7-X/l
Antenna

406-440 MHz



DESCRIPTION	 ART.NO

IC-FR3100		 83132
IC-FR4100#31	 84131
IC-FR4100#33	 84133

IC-FR5100		 85100
IC-FR6100		 86100

UR-FR5100	 85101	
UR-FR6100	 86101

VE-PG2 #12	 10123

INFO

IC-FR3100/FR4100	| IC-FR5100/FR6100
ADVANCED POWERFUL REPEATERS 

Icom’s repeaters have been designed as advanced heavy duty performers to 
support all types of commercial radio applications. A host of standard features 
and guaranteed Icom performance means you’ll need to look no further to 
satisfy your communication needs.

25 Watt full duty cycle operation 
Employing a high performance power 
amplifier and effective cooling system, 
the IC-FR3100/FR5100 provides a sta-
ble 25W at full duty cycle operation.

Multiple CTCSS tone decode 
The Repeaters detects multiple CTCSS 
on a channel (up to 16 tones on a table) 
and downlinks (transmits) the received 
signal with a specified tone. This fun-
ction is useful for sharing a channel with 
multiple groups.

Rugged construction
Icom Repeaters has durable construc-
tion resistant to shock and vibration and 
provides reliable operation under harsh 
conditions.

Versatile multipin accessory con-
nector
Powerful accessory connector (D-sub 
25-pin) for connecting trunking control-
lers or other external devices
.

Mobile

IC-FR3100/FR4100

IC-FR5100/FR6100

ur-Fr5100/ fr6100

Simple, Affordable Radio over IP 

Gateway
The VE-PG2 is a “Radio over IP Gate-
way” which connects an analog radio (re-
peater or transceiver) with another radio 
over an IP network. By interconnecting two 
or more radios over an IP network, your 

communication range can be expanded.

VE-PG2
Bridge mode for point-to-point radio connection
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Accessories 
FR3100/
FR4100
FR5100/
FR6100

Antenna pipe
1,5 m length
38 mm wide

49153

IC-FR3100/FR4100	| IC-FR5100/FR6100
BASE ANTENNAS

Antenna wall 
mount bracket

67500

Adjustable antenna 
mount bracket

49255

GP-160LBN 
Antenn 145-

175MHz 1/4 GP

67405

GP-430 LBN 
Antenn 380-

480MHz

67430

GPA 45-230 
1/4- antenna

67404

FM-Dipole 
Antenna 87-194MHz

67387

Aerial 
 2-stack dipol

Upon request

Aerial
H- 2-stack dipol

 

Upon request

Aerial 
H-4-stack dipol

Upon request

Mascot 9522 
Power supply
 13,2VDC 10A 

49524

SEC-1223 
Power supply
13,8VDC 23A

49223

SEC1223R1
 Rackmount Power

 Supply 13,8VDC 23A
FR5100/FR6100

58111

A wide selection of
VHF Duplexfilers

Upon request

A wide selection of
UHF Duplexfilers

Upon request

Duplex Mounting Kit
  IC-FR3100/4100

82179

Duplex Mounting Kit
 IC-FR5100/6100

45424

MB-77 Wall 
Mount Bracket 

IC-FR3100/4100

93077

MB-78 Rack
 Mount Bracket

 IC-FR3100/4100

93078

Eldon repeater 
cabinette 9U

88462

Eldon repeater
 cabinette 15U

88463

49503

UT-110R Voice-
scrambler rolling type

90210

SP-3000 Lightning
protector antenna

34512

Lightning protector
 phone

29026

We offer Procom’s product programme 
within base station antennas reflects state-
of-the-art modern antenna constructions 
and comprises active receiver antennas, 
circular polarised antennas, directional 
antennas (gain), omni-directional antennas 
(gain), multiband antennas, yagi antennas 
& dipole antennas. 

BASE ANTENNAS

MOUNTING KIT

POWER SUPPLY & CABLES

DUPLEX & MOUNTING KIT

TELEPHONE & MOUNTING

OTHER ACCESSORIES

Call Recorder Single Flash
This model is used when keeping 
recordings for a long time is only oc-
casionally necessary. It has enough 
memory for either 5 or 10 hours re-
cording time. 

75050

Base Station Controller including 
phone patch & repeater controller
COM50 interfaces to most any base 
station on the market. Selective cal-
ling is supported by standard ZVEI 
and CCIR tone signalling.
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A wide selection of
cables for repeater installations

(RG-214, RG-223 and 1/2” cables)

Upon request



INFO

IDAS Features
IDAS™ is Icom’s digital land mobile radio system using the NXDN common air in-
terface and offers a complete system of handheld radios, mobile radios, repeaters, 
network interface/trunking controller, IP-based virtual radio, various accessories and 
a complete system solution.
IP Network

An IDAS conventional IP network can extend your communication coverage. It lets 
you connect dispersed sites and allows you to communicate like a single site. 
Digital Features

A significant advantage of the IDAS radio is their ability to operate in mixed analog/
digital mode. There are a number of configurations available that enable the radio to 
hear both analog and digital but respond only in one or the other.
Trunking

Icom brings a proven approach to digital trunking by providing the benefits of familiarity, 
efficiency and cost effectiveness with the complete line of IDAS trunking digital radios.
Audio Clarity

We learned from our long distance telephone carriers that digital circuits allowed us 
to ”hear a pin drop” - something the analog lines could never do. Now the clarity of 
digital technology has found it’s way into two-way radios with IDAS. 
Migration

IDAS allows your company to experience the benefits of digital radio while using 
your analog channels where they remain. IDAS bridges the systems together so 
all radios, analog or digital, can talk to one another - a no compromise, seamless 
migration. 
Efficiency

Digital technology is more efficient than analog, meaning more information can be 
transmitted in a given bandwidth. The time to switch to digital is here for your TV and 
your radio system. Icom can help you transition to digital radio now. 

Analog vs Digital Coverage

IDAS SYSTEM

IC-F3162/F4162

IC-F5062/F6062

IC-FR5100/FR6100

IDAS Products
DESCRIPTION	 ART.NO

UC-FR5000	 85103
CF-FR5000MC	 85104

CT-23		  85106
RC-FS10		  85105

IC-F3162S		 83162
IC-F3162T		 83163
IC-F4162S		 84164
IC-F4162T		 84162

IC-F5062		  85061
IC-F6062		  85064
UT-126H		  94126
HM-170GP		 94170

UR-FR5100	 85101	
UR-FR6100	 86101

RMS004 incl. map	 49966
RMS003 Client	 49965

Digital/Analog mixed mode operation
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Up to 16 IDAS™ repeaters con-
nection over IP network
With the optional UC-FR5000, up to 16 
IDAS™ repeaters can be interlinked 
with each other. An IDAS terminal ra-
dio user can communicate with other 
IDAS™ terminal radio users belonging 
to the interlinked repeater sites and/or a 
virtual dispatch station on the network. 

An IDAS™ conventional IP network can 
extend your communication coverage. It 
lets you connect dispersed sites and al-
lows you to communicate like a single site.

IDAS Trunking
The IDAS digital trunking and network 
controller board adds digital trunking 
features and IP repeater control capa-
bilities to the digital IDAS network. The 
IDAS trunking system is a distributed 
system, which does not use a dedica-
ted control channel. The IDAS trunking 
services on any requested channel, and 
every channel can be used for voice 
communications, while the repeater is 
not required to transmit a control signal 
continuously. The IDAS Trunking sys-
tem can have up to 30 repeaters (RF 
units) per site 
 

RC-FS10 Remote Communicator
The RC-FS10 Remote Communica-
tor creates a virtual radio/simple dis-
patcher on a Windows®-based PC. 
It allows you to remote access IDAS 
repeaters via an IP network and com-
municate with IDAS radio terminals 
even from outside of the radio co-
verage area.

Shares up to 30 channels with a large number of users

Communication link for distant location
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Dispatcher with a lot of features		
RMS-Net is a digital radio management system that inte-
grates voice radio communication, text/status messaging, 
various security features and a full reporting structure of all 
radio traffic held on a central computer database. 

A major strength of RMS-Net is its reporting features. All ra-
dio traffic is logged and stored on a central database. This 
is ideal for management control and future resource plan-
ning including personnel database management.

Easy to set up, easy to use Running under Microsoft Win-
dows operating system, RMS-Net follows Microsoft style 
for look and feel.

Mapping Options RMS-Net supports online mapping inclu-
ding Google Earth, Openstreet Maps, Bing Maps, Yahoo 
Maps, MapPoint 2009 and Raster Maps as well as some 
custom maps.



TECHNICAL SPECIFICATION

GENERAL IC-F3002 IC-F4002

Frequency coverage 136-174 MHz 400-470 MHz

Number of channels 16

Channel spacing 12.5/25 kHz

Current 
drain

Tx High 1.3A 1.3A

Rx Stand-by 70mA

Max. audio 330mA

Dimensions (W×H×D) 58×111×35,5 mm

Weight (approx.) 270g (with BP-265)

TX RF output power 5W 4W

RX AF output power 800mW (typ.)

IP rating IP-54  

Operation time 20 hours (Tx: Rx: standby = 5:5:90)

GENERAL F34 IC-F44

Frequency coverage 136-174 MHz 400-470 MHz

Number of channels 256 ch/16 zones

Channel spacing 12.5/25 kHz

Current 
drain

Tx High 1.5A 1.7A

Rx Stand-by 85mA

Max. audio 300mA

Dimensions (W×H×D) 53×120×36.9 mm

Weight (approx.) 340g (with BP-232N)

TX RF output power 5W 4W

RX AF output power 500mW (typ.)

IP rating IP-54  

Operation time 16/15 hours (Tx: Rx: standby = 5:5:90)

GENERAL IC-F51V IC-F61V

Frequency coverage 136–174 MHz 400–470 MHz

Number of channels 128 ch/8 zones

Channel spacing 12.5/20/25 kHz 

Current drain Tx High 1.8A 1.8A

Rx Stand-by 85mA

Max. audio 500mA (Internal speaker)

Dimensions (W×H×D) 56×97×36.4 mm

Weight (approx.) 380g (with PB-227)                    284g (with BP-227)

TX RF output power 5W                                           4W

RX AF output power 700mW (typ.) (internal speaker)

IP rating IP-67  

Operation time 10 hours (Tx: Rx: standby = 5:5:90)

IC-F3002/F4002

IC-F34/F44

IC-F51V/F61V
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GENERAL IC-F5022 IC- F6022 IC-F5062 IC- F6062 IC-F1710/
IC-F1810

IC- F2710/ 
IC-F2810

Frequency coverage 136–174 MHz 400-470 MHz 136–174 MHz 400–470 MHz 136–174 MHz 400–470 MHz

Number of channels 128 ch/8 zones 512 ch/128 zones 256 ch/32 zones

Channel spacing 12.5/20/25 kHz 12.5/20/25 kHz 12.5/20/25 kHz

Current drain Tx High 5A 7A 7A

Rx Stand-by 250mA 300mA 600mA

Max. audio 0.7A 1.2A 1.2A

Dimensions (W×H×D) 150×40×117.5 mm 160×45×150 mm 175×45×170 mm

Weight (approx.) 800g 1.3kg 1.5kg

TX RF output power 25W 25W 25W

RF AF output power 4W (typ.) 4W (typ.) 4W (typ.)

GENERAL IC-F3162T/S IC-F4162T/S

Frequency coverage 136–174 MHz 400–470 MHz

Number of channels 512 ch/128 zones

Channel spacing 12.5/25 

Current drain Tx High 1.5A 1.8A

Rx Stand-by 150A                                            140A

Max. audio 600mA

Dimensions (W×H×D) 53×136×38.9 mm

Weight (approx.) 340g /with PB-232N)

TX RF output power 5W

RX AF output power 500mW (typ.)

IP rating IP-55 

Operation time 14 hours (Tx: Rx: standby = 5:5:90)

GENERAL IC-FR3100 IC-FR4100 IC-FR5100/
UR-FR5100

IC-FR6100/
UR-FR6100

Frequency coverage 150–174 MHz 400–430 MHz 136–174 MHz 400–470 MHz

450–480 MHz

Number of channels 32 ch 32 ch

Channel spacing 12.5/25 6.25/12.5/25 kHz

Power supply 220–240V AC (50/60Hz)  or 13.2V DC 13.2V DC

Current drain Tx High 10A 12A 7A

Rx Stand-by 1A (typ.) 400mA

Max. audio 2A (typ.) 1900mA

Dimensions (W×H×D) 410×110×360 mm 483×88×260 mm

Weight (approx.) 12kg 5.6kg

TX RF output power 25W 25W

RX AF output power 2.5W (typ.) with a 4Ω load 3.5W (typ.) with a 4Ω load

IC-F3162/F4162

IC-F5022/F6022 | F5062/F6062 |  F1710/F1810

IC-FR3100/FR4100 | FR5100/FR6100

19



©
 S

R
SA

B 
20

11
-0

2-
21

 | 
IC

O
M

 P
R

O
D

U
C

TS
 A

N
D

 A
C

C
ES

SO
R

IE
S 

|  
v 

1.
2 

  |
  M

ed
 re

se
rv

at
io

n 
fö

r e
ve

nt
ue

lla
 tr

yc
kf

el
. 

The VHF Group AS is an international holding company with head 
office in Oslo, Norway. The companies that form the VHF Group have 
been active since the late 1960s. The VHF Group was founded in 
1980. 

The Group was founded in order to improve our marketing profile 
and our negotiation position in relation to our suppliers. This in turn 
has helped us to become more competitive and increase our market 
share. The Group has companies in Sweden, Norway, Denmark and 
Poland, as well as exclusive agreements with external agents in Ice-
land and Finland. 

The focus and area of activity of the VHF Group is wireless commu-
nications. Our core business is the import and distribution of products 
and services, as well as related support. Sales to end customers are 
handled by our broad network of highly skilled resellers. 

We are a growth-oriented group of companies with our own compe-
tence within marketing, service, support, logistics, IT and administra-
tion. We do not conduct costly hardware development and as such 
we have been able to create a stable financial platform to relay on for 
the future. We do, however, carry out some changes to our products 
to ensure that they are suited to the Nordic market and we also do 
customisation. 

An annual turnover of around  Euro 30 millions and 68 employees 
make the VHF Group one of the largest privately-owned wireless 
communications companies in Scandinavia. 

We have a wide range of suppliers and our key contacts include Icom 
Inc, Sepura, DAMM and Frequentis. We cooperate closely with these 
suppliers and as a result we have access to feedback from the market, 
which helps us to meet the ever-changing needs of our customers. 

Together with our suppliers, the VHF Group is looking forward to an 
exciting future where we are in a position to offer the products and 
services that meet our customers’ wireless communication needs in 
most environments and applications – today and tomorrow.

VHF Group

A COMPANY IN THE VHF GROUP AS

Box 208  |  651 06  KARLSTAD  | tel  +46 54 67 05 00  | fax  +46 54 67 05 50   
info@srsab.se  |  www.srsab.se

Pb 1, Oppsal  |  0619 OSLO  | tel  +47 21 55 56 00  | faks  +47 21 55 56 09 
info@vhf.no  |  www.vhf.no

Baldersbækvej 31 |  2635 ISHØJ  | tel  +45 43 74 44 60  | fax  +45 43 74 44 80
 info@radiocom.dk  |  www.radiocom.dk

ul. 3 Maja 54  |  SPOTO 81-850  | tel  +48 58 74 63 612  | fax +48 58 74 63 615 
handlowy@srspolska.pl  | www.srspolska.pl


